
The big hot water 
high-pressure cleaners therm:

Integrated trolley
7.5 m power lead
Cable reel
Steel fabric high-pressure hose 10 m, with hose drum 20 m
Water tank
Spray gun with safety cut-out
Flat jet lance with stainless steel pipe
Total-Stop system with delayed motor cut-out
Optical flame monitoring
4-way safety system with overload protection
Continuously adjustable temperature control
Continuously adjustable pressure and quantity control
Integrated steam level
Pre-aeration of combustion chamber
35 l fuel tank with content monitoring
Brass pump head
Ceramic-coated pump plungers
Dry-run safety
Leakage return system
Sucking in of detergents on the inlet side

Technical specifications therm 875-1 therm 895-1 therm 1165-1 therm 1525-1
Operating pressure, continuously adjustable 30 - 175 bar 30 - 195 bar 30 - 165 bar 30 - 125 bar
Nozzle size 25045 25045 2507 20125
Admissible overpressure 190 bar 215 bar 180 bar 140 bar
Water output Qmax 875 l/h 895 l/h 1,165 l/h 1,500 l/h

Hot water output temperature (water supply 12 °C) 30 - 80 °C 30 - 80 °C 30 - 80 °C 30 - 65 °C
Steam level max. 140 °C max. 140 °C max. 140 °C max. 140 °C
Delayed motor cut-out yes yes yes yes
Total-Stop system yes yes yes yes
Water flow monitoring yes yes yes yes
Pre-aeration of combustion chamber yes yes yes yes
Optical flame monitoring system yes yes yes yes
Safety thermostat triggers at emission temperatures above 230 °C yes yes yes yes
Burner stops in case of heating oil lack yes yes yes yes
Heating oil jet - Oil pressure 1.5 Gph/60 ° - 10 bar 1.5 Gph/60 ° - 11 bar 1.65 Gph/60 ° - 13 bar 1.65 Gph/60 ° - 15 bar
Heating oil consumption at max. heating output 5.8 kg/h (= 6.8 l/h) 6.0 kg/h (= 7.1 l/h) 7.1 kg/h (= 8.5 l/h) 7.7 kg/h (= 9.2 l/h)
Heating oil consumption at ∆T 45 ° 4.2 kg/h (= 5.0 l/h) 4.3 kg/h (= 5.1 l/h) 5.6 kg/h (= 6.6 l/h) 7.2 kg/h (= 8.5 l/h)
Heating output 60 kW 65 kW 78 kW 84 kW
Fuel tank 35 l 35 l 35 l 35 l
Steel fabric high-pressure hose NW 8 10 m 10 m 10 m 10 m
Connected load 400 V, 8.7 A, 50 Hz 400 V, 12 A, 50 Hz 400 V, 12 A, 50 Hz 400 V, 12 A, 50 Hz
Power input P 1: 4.8 kW P 1: 7.5 kW P 1: 7.5 kW P 1: 7.5 kW
Power output P 2: 4.0 kW P 2: 5.5  kW P 2: 5.5 kW P 2: 5.5 kW
Weight 220 kg 220 kg 220 kg 220 kg
Dimensions in mm without hose drum, L x W x H in mm 1050 x 800 x 1000 1050 x 800 x 1000 1050 x 800 x 1000 1050 x 800 x 1000
Order no. with hose drum, 41.342 1 41.352 1 41.353 1 41.348 1
inclusive 20 m steel fabric high-pressure hose NW 8
Order no. without hose drum 41.342 41.352 41.353 41.348

Standard equipment:

Corrosion-free plastic cover,
detachable on both sides

Large-volume weatherproof 
35 l plastic fuel tank with drain opening

Eccentric parking brake 

Big wheels with wide solid rubber tyres

Reel integrated 
into the frame (Option)

Hand crank, tiltable

Self-supporting steel frame

Operating panel 

Cable reel for power cable

Receptacle for spray gun
2 receptacles for 
additional lances
Suction hose for

detergent

Large basket for power 
lead and detergent

container

High-pressure outlet

Water intake connection
with filter

Filler opening for fuel

The big therm appliances are 
equipped with a optical flame 
monitoring system

15
1996 Design Award


